
APPROPRIATELY STABILIZED.

COMPACTED.  ALL DISTURBED AREAS AROUND THE INLET SHALL BE 

AREA SHALL BE BROUGHT TO PROPER GRADE, THEN SMOOTHED AND 

AND EITHER SALVAGED OR DISPOSED OF PROPERLY. THE DISTURBED 

STABILIZED, ALL MATERIALS AND ANY SEDIMENT SHALL BE REMOVED, 

WHEN THE CONTRIBUTING DRAINAGE AREA HAS BEEN PERMANENTLY 

SO THAT IT WILL NOT ENTER THE INLET, AGAIN.

REMOVED FROM THE SEDIMENT TRAP AND DISPOSED OF AND STABILIZED 

SEDIMENT SHALL NOT BE WASHED INTO THE INLET. IT SHALL BE 

SPECIFIED IN DS4- DISTURBED AREA STABLIZATION (WITH SODDING).

ACCUMULATION. SOD INLET PROTECTION SHAL BE MAINTAINED AS 

THE SEDIMENT STORAGE CAPACITY HAS BEEN LOST TO SEDIMENT 

SEDIMENT TRAPS, SEDIMENT SHALL BE REMOVED WHEN ONE-HALF OF 

FROM CURB INLET PROTECTION IMMEDIATELY. FOR EXCAVATED INLET 

TO ONE-HALF THE HEIGHT OF THE TRAP. SEDIMENT SHALL BE REMOVED 

SEDIMENT SHALL BE REMOVED WHEN THE SEDIMENT HAS ACCUMULATED 

REPAIRS MADE AS NEEDED.

ALL TRAPS  SHALL BE INSPECTED DAILY AND AFTER EACH RAIN AND 

MAINTENANCE  FOR ALL Sd2 APPLICATIONS

THE  

PARTICLES. REFER TO FR-STONE FILTER RING.

SLOPE SIDE OF THE INLET TO SLOW RUNOFF AND FILTER LARGER SOIL 

STRUCTURE. ALSO, A STONE FILTER RING MAY BE USED ON THE UP 

SHOULD BE CONSTRUCTED ON THE DOWN SLOPE SIDE OF THE 

IF RUNOFF MAY BYPASS THE PROTECTED INLET, A TEMPORARY DIKE 

THAN ONE ACRE.

AREA DRAINING TO THE  INLET SEDIMENT TRAP SHALL BE NO GREATER 

APPROVED FASHION THAT WILL NOT PRESENT A SAFETY HAZARD. 

SELF-DRAINING UNLESS THEY ARE OTHERWISE PROTECTED IN AN 

TEMPORARY SEDIMENT TRAPS. SEDIMENT TRAPS MUST BE 

MANY SEDIMENT FILTERING DEVICES CAN BE DESIGNED TO SERVE AS 

DESIGN CRITERIA FOR ALL Sd2 APPLICATIONS

ORIG. DATE: NOV 2004

DATE: OCT. 2011

SCALE: N.T.S.

DETAIL NO. ER-G_SD005

AND SHOULD BE REVIEWED THOROUGHLY.

THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA'S WEBSITE.  IT MAY HAVE BEEN MODIFIED 
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